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APPROACH SLAB

75’

75'

15’

15' 15" 15’ 15’

"TB" BRIDGE APPROACH

EIGHT (8) CONTRACTION JOINTS

SEE STD. DWG. 700.01
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SECTION THRU JOINT LAYOUT

7/8” + 1/8"

JOINT SEALER

1"

—

4" MIN.

6" MAX.
APPROVED SLEEVE INSTALLED

ON ALTERNATE OPPOSITE ENDS

DOWEL BAR
12" CENTERS

"SEE STD. DWG. 700.01

EXPANSION JOINT DETAIL

GENERAL NOTES:

= 1" EXPANSION JOINT WITH DOWELS
3 JOINTS TOTAL

-USE AN APPROVED TYPE OF DOWEL ASSEMBLY IN ALL TRANSVERSE EXPANSION JOINTS.
USE RIGID CONSTRUCTED DOWEL ASSEMBLY, CAPABLE OF HOLDING THE DOWEL BARS IN PROPER POSITION
DURING PLACEMENT OF THE CONCRETE AND DESIGNED TO PERMIT UNRESTRICTED MOVEMENT OF THE

PAVEMENT SLAB.

SEE STANDARD 700.03 FOR DOWEL ASSEMBLY.

-EXTEND EXPANSION JOINT ADJACENT TO THE APPROACH SLAB ACROSS THE ENTIRE PAVEMENT WIDTH
INCLUDING THE PAVED SHOULDERS.

-SEE STD. DWG. 700.01 FOR TOLERANCE AND BAR SIZE.
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ENGLISH STANDARD DRAWING FOR
EXPANSION JOINT LAYOUT
FOR RIGID DOWELED PAVEMENT AT BRIDGES
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